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Construction
• Framework – welded and powder coated 

steel and aluminum
• Side and back panel – 1/8” (3 mm) thick 

aluminum sheet metal

Cylinder & Air Supply
• Tilt cylinders – twin pneumatically operated 

tilt cylinders (64″ (1626mm) stroke) (3-year 
manufacturers warranty)

• Rod-less pallet lift cylinder (3-year 
manufacturers warranty)

• Air supply – minimum 80 psi

Safety Fencing
• Powder coated (black wire mesh fencing with 

yellow posts)
• 180"L x 74.5" H (4572mm x 1892mm)

Simplify your palletizing operations with the Ska Fab 

Manual Tilt Palletizer. User-friendly controls adjust the 

unit to an optimal loading angle and height, ensuring 

consistent stacking of empty containers, layer by layer. 

Twin pneumatically-actuated cylinders position loads 

up to 600 lbs (272 kg) utilizing air power alone, 

eliminating the need for electrical input.

Engineered with versatility in mind, this unit 

accommodates a range of stack dimensions, 

configurations, and products types due to its 

adjustable side panel design. Adjustable walls allow for 

pallet sizes of 40” x 48” (1060mm x 1219mm) and 44” x 

56” (1118mm x 1422mm). Optional features for pallet 

strapping guarantee secure loads for transit or storage. 

An optional caster wheel kit ensures easy relocation of 

the unit. 

Streamline your palletizing process with Ska Fab's 

Manual Tilt Palletizer, where simplicity and efficiency 

meet ergonomic excellence.

TECH SPECS
Operation & Controls
• Manual operation - operator signals for raise, 

lower and pallet forming operation
• Up/down controls conveniently mounted on 

safety fence
• Rear contact surface - retracting slider bed 

cover case and pallet lowering forks provide 
positive pallet contact surface

Pallet (see illustration)
• Pallet load weight – up to 600lbs (272 kg).
• Size/range – 48″ – 56″L / Up to 44″W (1219mm 

- 1422mm L /up to 1118mm W)
• Stack height – Up to 103″ (2616mm)



SIDE PALLET BANDING

MANUAL TILT
PALLETIZER OPTIONS

HAND CART

Strapping Dispensers Threading Tool

Side pallet banding is used to secure the pallet prior to transit or storage. 

Includes:
• Two manual strap dispensers for 3/8" - 3/4" (9.5mm - 19mm) plastic strapping material
• Manual strap threading tool for inserting strapping material through the pallet
• Two manual strap clamps to hold the loose end of the strap while loading pallet

Ska Fab hand cart allows for lifting of one end of 
the palletizer for easy relocation
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