S-GRIP LOWERATORS

S-Grip lowerators are an efficient way to safety decline your glass bottles/jars, plastic containers, aluminum and steel cans
from high elevations. The small footprint saves valuable floor space and the tool-less adjustability makes line changeovers
quick and easy. Elevation heights for containers entering side-grip (top) and discharging (bottom) are built to customer

specifications. S-grip lowerators feature an ionized air rinse system.

S-GRIP
MINI S-GRIP S-GRIP WITH TOOL-LESS
ADJUSTABILITY
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MINI S-GRIP LOWERATOR
FOR LIGHTWEIGHT CANS/CONTAINERS

MINI S-GRIP LOWERATOR :
WITH IONIZED AIR RINSE FEATURES:

SYSTEM

Lowers containers from discharge height to line level

Industrial powder-coated finish for enhanced corrosion protection
Heavy-duty tubular carbon steel frame construction

Eliminates the need for rod-chutes or bulky change out parts

Dual side-grip conveyor with container gripper style chain
Anodized extruded aluminum conveyor tracks

Tool-less multi-point adjustability allows for width adjustments to
accommodate a wide range of can sizes, facilitating quick and easy
changeovers

Independent VFD controls for each motor for precise speed control.
Electrical control box can be mounted on the side or on the front
Electronic photo-eye starts/stops side-grip for line backup control
Lowerator built to customer specific requirements

Elevation heights for containers entering side-grip (top) and
discharging (bottom) are built to customer specifications

AIR RINSE FEATURES:

» Rinses container with ionized air during decline
» Stainless steel debris collection tray

» Independent air-filter/regulator system

* Requires additional 2-3 CFM
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S-GRIP
LOWERATOR

S-GRIP LOWERATOR WITH
IONIZED AIR RINSE SYSTEM

Air Rinse System

FEATURES:

Gently lowers containers from discharge height down to line
level

Heavy-duty tubular carbon steel frame

Industrial powder-coated finish for enhanced corrosion
protection

Tool-less multi-point adjustability allows for width adjustments
to accommodate a wide range of container sizes, facilitating
quick and easy changeovers

Dual side-grip conveyor with tube-style chain for both heavier
and lightweight containers (glass/plastic/aluminum/steel) or
feather-style chain for lightweight containers
(aluminum/steel/plastic)

Anodized extruded aluminum conveyor tracks

Independent VFD controls for each motor

Electronic photo-eye starts/stops side-grip for line/backup
control

Electronic air-saver photo-eye shuts off air rinse when containers
are not moving

Independent enclosure with disconnect, e-stop, and start/stop
control

6.5" max container width

AIR RINSE FEATURES:

Rinses container with ionized air during decline
Stainless steel debris collection tray
Independent air-filter/regulator system
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S-GRIP LOWERATOR WITH
TOOL-LESS ADJUSTABILITY

S-GRIP LOWERATOR WITH
TOOL-LESS ADJUSTABILITY AND
IONIZED AIR RINSE SYSTEM .

15.8"
AIR RINSE FEATURES:
¢ Rinses container with ionized air during decline
e Stainless steel debris collection tray
» Independent air-filter/regulator system
TOOL-LESS ADJUSTABILITY ADDED FEATURES: :
—

* Hand crank with numeric counter to adjust width
* Motorized screw drive to adjust height

Exclusive Partner

FEATURES:

Gently lowers containers from discharge height down to line
level

Heavy-duty tubular carbon steel frame

Industrial powder-coated finish for enhanced corrosion
protection

Dual side-grip conveyor with tube-style chain for both heavier
and lightweight containers (glass/plastic/aluminum/steel) or
feather-style chain for lightweight containers
(aluminum/steel/plastic)

Anodized extruded aluminum conveyor tracks

Independent VFD controls for each motor

Electronic photo-eye starts/stops side-grip for line/backup
control

Electronic air-saver photo-eye shuts off air rinse when containers
are not moving

Independent enclosure with disconnect, e-stop, and start/stop
control

6.5" max container width
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